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LARGE TRUCKS AND/OR BUSES INVOLVED IN CRASHES BY CARGO BODY TYPE

The summary data in the table and graph for the 'Large Trucks and/or Buses Involved in Crashes by Cargo Body Type' report 
were taken from FARS and MCMIS. Information was tabulated using the total number of vehicles involved in crashes for the 
Nation and State for fatal and non-fatal crashes and presented by cargo body types. FARS was used for all fatal crashes and 
MCMIS was used for non-fatal crashes. The cargo body type is that which best represents the purpose for which the vehicle was 
designed and built.

Definitions
Fatal crash - is any crash where one or more persons dies within 30 days of the crash. The fatality does not have to occur at 
the scene of the crash. It includes any person involved in the crash, including pedestrians and bicyclists, as well as occupants 
of the passenger cars.
Non-fatal crash - is any crash where one or more persons has non-fatal injuries requiring transportation by a vehicle for the 
purpose of obtaining immediate medical attention; or one or more of the vehicles were towed away from the scene due to 
"disabling damage". The towed vehicle need not be the truck or bus involved in the crash. 

Categories 
Bus, 9-15 seats - A motor vehicle with seats for 9-15 people, including the driver. 
Bus, more than 15 seats - A motor vehicle with seats for more than 15 people, including the driver. 
Van/Enclosed Box - A single-unit truck, truck/trailer, or tractor/semi-trailer having an enclosed body integral to the frame of the 
vehicle.
Cargo Tank - A single-unit truck, truck/trailer, or tractor/semi-trailer having a cargo body specifically designed to transport either 
dry bulk (i.e., fly ash or other solid materials), liquid bulk (i.e., milk or gasoline), or gas bulk (i.e., propane).
Flatbed - A single-unit truck, truck/trailer, or tractor/semi-trailer whose body is without sides or roof, with or without readily 
removable stakes which may be tied together with chains, slats, or panels. This includes trucks transporting containerized 
loads.
Dump - A single-unit truck, truck/trailer, or tractor/semi-trailer having a low-side open body designed to transport dry fluid 
commodities in bulk which can be tilted or otherwise manipulated to discharge its load by gravity.
Concrete Mixer - A single-unit truck with a body specifically designed to mix or agitate concrete. 
Auto Transporter - A single unit truck, truck/trailer, or tractor semi-trailer having a cargo body specifically designed to transport 
other motor vehicles. This includes flatbed and standard body tow trucks.
Garbage/Refuse - A single-unit truck having a body specifically designed to collect and transport garbage or refuse. This 
includes both conventional rear loading and over-the-top bucket loading garbage trucks.
Other - A single-unit truck, truck/trailer, or tractor semi-trailer not described above. This category will also be used to describe 
multiple cargo body vehicles such as a single-unit dump truck towing a liquid cargo tank. 
Unknown - All ‘unknown’ cargo body types represent that the vehicle cargo body type was identified as being ‘unknown’. 
Missing - All ‘missing’ cargo body types represent a blank data field in FARS or MCMIS. 

CAUTION:  Although efforts have been made to provide the most accurate and complete MCMIS Crash data possible, data quality can vary from state to state. 
Please use caution when interpreting MCMIS crash data. 


